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THIRA"

Cemented femoral stem

The cemented Thira® stem is made of stainless steel 316L ; the surface is highly polished as ratest cementing
techniques require.

The shape is selflocking and has a tapered shape allowing for optimal anteroposteral filling.
The cervico diaphyseal angle is 130°. It exists in 9 different sizes, from 2 to 10 (size 1 is available on special
request). The necks are of increasing length for efficient adaptation to the patients’ anatomy.

The cemented Thira® stem has the same geometry as the cementless Thira® stem, the arthroplasty can therefore be
performed with the same instrumentation, whether the stem is cemented or not.

- Cervico diasphyseal angle of 130°.
- 12/14 taper allowing an alumina/alumina couple to be used

- Diameter of neck : 12.5, in order to avoid impingements

Cemented THIRA stem Cementless THIRA stem

Size Reference Reference
1 242394 1 239774
2 242395 2 239775
3 242396 3 239776
4 242397 4 239777
5 242398 5 239778
6 242399 6 239779
7 242400 7 239780
8 242401 8 239781
9 242402 9 241464
10 242403 10 241466

BALL HEADS
12/14 TAPER

BIOLOX FORTE

STAINLESS STEEL ALUMINA*

Short neck - 3.5 mm 231391 231386 234131

Medium neck 0 mm 231402 231392 231387 234132

Long neck +3.5 mm 231403 (+2mm) 231393 231388 234133

Extra long neck +7 mm 231394

Extra long neck +10 mm 231395
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